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BaleTainer®

Profitable disposal
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BaleTainer® function
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1. The feeding opening is 1.10m wide, 2.25m deep and enables easy and 

comfortable insertion of large cardboard packaging, film and emptied 

PET bottles, without pre-shredding. 

2. A swing arm pushes the material automatically to the rotor.

3. The strong rotor conveys the material into the press chamber.1
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BaleTainer® function
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4. The pressing process starts automatically. 

5. The slices are compacted one after another into a bale and the 

bale is tied automatically.

6. The tied bale is automatically ejected.
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High surface pressure
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On a surface of 0,385 m² (one 

slice) the power of 60 tons 

compacts the material. The effect 

is a higher density. Itós the 

consumers choice if he wants to 

tie one bale out of 3 or 4 slices.

The bale with a density of up to 400 kg/m³, is tied full automatically 

with wire. No personnel expenses. 

The bales are direct marketable and achieve highest revenues.

Pressure: 600kN

Surface: 1,1mx0,35m=0,385m²

Surface pressure: 600kN/0,385m² = 1.600kN/m²

= 160 t/m²

Direct marketable bales 

with three slices
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Fully automatic bale discharge

By using the ability of 24/7 full automatic operation 

the BaleTainer® can be integrated in existing 

production processes. 

In addition to the filling, the tying is full automatic 

and safe. As soon as the bale is compacted, the 

tying process begins. Four wires surround the bale 

and prevent re-expansion. If the wire is nearly 

empty you will get a notification to re-insert the wire 

in time.

>> Continuous operation
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Bale discharge

Capacity: 1 bale

Discharge: Frontal
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Bale chute for direct pick-up


